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SAFETY DATA SHEET 

Product Name: Wheel Brite 

Product Code: CD1805 (5 Litres)  

 CD1825 (25 Litres) 

Revision Date: 02/06/2021 

 
 
 
 

1. Product Identification and Company Details 

Chemical Family: Aluminium Wheel Cleaner/Brightener 

Chemical Name: Wheel Bright 

Product Use: Aluminium Wheel Rim Cleaner 

Supplier Name: Keizin Automotive (Pty) Ltd 

Address: B6 Glen Murray, 13 Moreland Drive, Redhill, Durban, KZN, South Africa 

Telephone No: +27 31 569 2221 

e-Mail Address: customercare@keizin.co.za   

 
 
 
 
 
 

2. Hazards Identification 

2.1 Classification of Mixture 

 

Classification according to Regulation (EC) No 1272/2008 respectively UN 
GHS. 

 
 
 

TOXIC 

ACUTE TOXICITY: ORAL - Category 2 
ACUTE TOXICITY: DERMAL-Category 1 
ACUTE TOXICTY: INHALATION- Category 2 

 
 

 
CORROSION 

 

SKIN CORROSION/IRRITATION - Category 1 

 
 

IRRITANT 

 
SERIOUS EYE DAMAGE/ EYE IRRITATION - Category 1 

 

mailto:sales@chemicalconvertors.co.za
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2.   Hazards Identification 

2.2 Label Elements 
 

Labelling according to Regulation (EC) No 1272/2008 respectively UN GHS. 
The product is labelled according to the CLP regulation. 
Hazard Pictograms 

 
GHS06 GHS05 GHS07 

Signal Word: DANGER 

Hazard Statements 

H290: May be corrosive to metals. 
H300: Fatal if swallowed. 
H310: Fatal in contact with skin. 
H314: Causes severe skin burns and eye damage 
.H330: Fatal if inhaled. 

 
Preventative and Precautionary Statements 
P102: Keep out of reach of children. 
P202: Do not handle until all safety precautions have been read and understood. 
P260: Do not breathe dust/fumes/gas/mist/vapours/spray. 
P264: Wash hands thoroughly after handling. 
P270: Do not eat, drink or smoke when using this product. 
P271: Use only outdoors or in a well-ventilated area. 

P272: Contaminated work clothing should not be allowed out of the workplace. 
P280: Wear protective gloves/protective clothing/eye protection/face protection. 
P284: In case of inadequate ventilation wear respiratory protection. 
P301+P330+P331+P310: IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. Immediately call a 
POISON CENTER/doctor. 
P303+P361+P353: IF ON SKIN (or hair): Take off immediately all contaminated clothing. Rinse skin with 
water/ shower. 
P333+P313: If skin irritation or a rash occurs: Get medical advice/attention. 
P304+P340+P312: IF INHALED: Remove person to fresh air and keep comfortable for breathing. Call a 
POISON CENTER or doctor/physician if you feel unwell. 
P305+P351+P338: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if 
present and easy to do – continue rinsing. 
P310: Immediately call a POISON CENTER/doctor. 
P362+P364: Take off contaminated clothing and wash it before reuse. 
P403+P233+ P405: Store in a well- ventilated place. Keep container tightly closed. Store locked up. 
P501: Dispose of contents/container in accordance with local regulations. 

 
 

3. Composition/Information on Ingredients 

Hazardous Component CAS Number Percentage 

Ammonium Bifluoride 5949-29-1 < 10 

Citric Acid 7664-93-9 2 - 5 
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4. First Aid Measures 

 
 
 
 

Inhalation: 

Remove victim from area of exposure - avoid becoming a casualty. Remove 
contaminated clothing and loosen remaining clothing. Allow patient to assume 
most comfortable position and keep warm. Keep at rest until fully recovered. If 
victim is conscious, administer effervescent calcium gluconate tablets as per 
instructions for ingestion. If patient finds breathing difficult and develops a bluish 
discolouration of the skin (which suggests a lack of oxygen in the blood - cyanosis), 
ensure airways are clear of any obstruction and have a qualified person give oxygen 
through a face mask. Apply artificial respiration if patient is not breathing. Seek 
immediate medical attention. 

 
 
 
 

Skin Contact: 

Immediately remove contaminated clothing using PVC gloves and drench the area 
with water for 1-2 minutes (usually) to remove all acid. Obtain a supply of calcium 
gluconate gel. Apply calcium gluconate gel (2.5-3%) to and around the 
contaminated area with gloved fingers. Continued massage with repeated 
application for 15 minutes after the pain has subsided or until medical treatment is 
available. For large or severe burns (affecting an area more than 65 cm2, 
approximately half the size of an adult hand) administer effervescent calcium 
gluconate tablets as per instructions for ingestion. Destroy all contaminated 
clothing. Seek immediate medical attention. 

 

Eye Contact: 
In case of contact with the eyes, rinse immediately with plenty of water for 15 
minutes, and seek immediate medical attention. 

 

 
Ingestion: 

Get immediate medical attention. Do not induce vomiting. Give one to two glasses 
of water or milk. Never give anything by mouth to a victim who is unconscious or is 
having convulsions. If victim is conscious, give four 600mg or five 500mg 
effervescent calcium gluconate tablets. Where calcium gluconate tablets are only 
available in other active strength levels, the total active concentration should be 
approximately 2400- 2500mg. 

 
Notes to Physician: 

Treat symptomatically. Can cause corneal burns. Treat symptomatically based on 
judgement of doctor and individual reactions of patient. Delayed pulmonary 
oedema may result. 

 
 
 
 

5. Fire Fighting Measures 

Flammability: Non-Flammable 

Suitable extinguishing 
media: 

Use an extinguishing agent suitable for the surrounding fire. Water spray 
(fog), foam, dry chemical or carbon dioxide. 

Unsuitable extinguishing 
media: 

None 

Special firefighting 
procedures: 

Wear full protective clothing. Wear self-contained breathing apparatus 

 
 

Special 
Precautions/Hazardous 
combustion products 

Hydrofluoric acid is not flammable. However, if it is involved in a fire, 
extremely corrosive and very toxic hydrogen fluoride gas or fumes may be 
released into the air. Contact with metals, such as iron or steel, slowly 
releases extremely flammable and potentially explosive hydrogen gas. A 
large amount of heat is generated when highly concentrated hydrofluoric 
acid solutions are diluted with water. Closed containers may rupture 
violently and suddenly release large amounts of product when exposed to 
fire or excessive heat for a sufficient period of time. 
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6. Accidental Release Measures 

 
 

For non-emergency 
personnel: 

No action shall be taken involving any personal risk or without suitable 
training. Evacuate surrounding areas. Keep unnecessary and unprotected 
personnel from entering. Do not touch or walk-through spilled material. Do 
not breathe vapour or mist. Provide adequate ventilation. Wear appropriate 
respirator when ventilation is inadequate. Put on appropriate personal 
protective equipment 

 

For emergency responders: 
If specialised clothing is required to deal with the spillage, take note of any 
information in Section 8 on suitable and unsuitable materials. See also the 
information in "For non-emergency personnel" 

 
 

Environmental precautions: 

Avoid dispersal of spilled material and runoff and contact with soil, 
waterways, drains and sewers. Inform the relevant authorities if the product 
has caused environmental pollution (sewers, waterways, soil or air). Water 
polluting material. May be harmful to the environment if released in large 
quantities. 

 

Small spill: 

Stop leak if without risk. Move containers from spill area. Dilute with water 
and mop up if water-soluble. Surfaces will be slippery. Alternatively absorb 
with an inert dry material and shovel into an appropriate waste disposal 
container. Dispose of using a licensed waste disposal contractor 

 
 
 
 

Large spill: 

Stop leak if without risk. Move containers from spill area. Approach release 
from upwind. Prevent entry into sewers, water courses, basements or 
confined areas. Wash spillages into an effluent treatment plant or proceed 
as follows. Contain and collect spillage with non-combustible, absorbent 
material e.g., sand, earth, vermiculite or diatomaceous earth and place in 
container for disposal according to local regulations (see section 13). Dispose 
of via a licensed waste disposal contractor. Contaminated absorbent 
material may pose the same hazard as the spilled product. Note: see section 
13 for waste disposal 

 
 
 
 
 
 

7. Handling and storage 

 
 
 

 
Handling: 

 

Avoid contact with eyes, skin and clothing. Avoid breathing vapours or mists of this 
product. Provide adequate ventilation. Do not take internally. Keep container closed. 
Ensure an eye bath and safety shower are available and ready for use. Obtain a 

supply of calcium gluconate gel. Do not pressurize, cut, heat or weld containers. 

Empty product containers may contain product residue. Do not reuse empty 
containers. Use good hygiene and safety practices when handling this material, 
including changing and laundering work clothes after use. Discard contaminated 
shoes. 

 
 
 

Storage: 

Store in a cool, dry, well-ventilated place and out of direct sunlight. Store away from 
foodstuffs. Store away from incompatible materials described in Section 10. Store 
away from sources of heat and/or ignition. Store locked up. Store in corrosive 
resistant containers. Keep containers standing upright. Keep containers closed when 
not in use - check regularly for leaks. Containers that have been opened must be 
carefully resealed and kept upright to prevent leakage. Do not store in unlabelled 
containers. 
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8. Exposure Controls/ Personal Protection 

Hazardous Components ACGIH TLV 

Hydrogen Fluoride 3 ppm TWA 

 
Appropriate engineering controls: 

If use of this product generates dust, fumes, gas, vapor or mist, use 
process enclosures, local exhaust ventilation or other engineering 
controls to keep worker exposure to airborne contaminants below any 
recommended or statutory limits 

 

Respiratory protection: 
If ventilation is not sufficient to effectively prevent build-up of 
aerosols, mists or vapours, appropriate NIOSH/MSHA respiratory 
protection must be provided 

Eye/face protection: Wear chemical goggles or face shield 

Skin protection: 
Use chemical resistant, impermeable gloves and wear overalls. Use of 
impervious apron and boots are recommended. 

 

Personal protective equipment symbols: 

 
 
 
 
 

9. Physical Properties 

Appearance: Clear, amber liquid 

Odour: Acrid/Almond 

 
S.G.: 

1.06 

 
pH: 

<2 

Boiling Point: >100 o C 

Flash point: Not applicable 

Flammable/Explosive limits 
– lower and upper: 

Not determined 

Vapour Pressure: Not Available 

 
Solubility: 

Water: Soluble. 

 
 

10. Stability & Reactivity 

Stability: Stable under normal conditions of storage and usage. 

 

Incompatible Materials: 
Incompatible with glass, leather, natural rubber, most metals, fluorine, 
arsenic trioxide, sulphides, carbonates, cyanides, alkaline substances and 
sources of ignition. 

Hazardous decomposition 
products: 

Oxides of carbon and nitrogen, smoke and other toxic fumes. 

 
 

Conditions to avoid: 

Keep away from heat, ignition sources and incompatible materials. Corrosive 
to most metals liberating flammable hydrogen gas. Contact with chemicals 
such as sulphides, carbonates, cyanides, and many metals can evolve toxic, 
flammable orasphyxiating gases. Reaction with alkaline substances will 
generate heat. 
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11. Toxicological Information 

Hazardous Components LD50 and LC50 

Ammonium Bifluoride LC50/inhalation/1h/mouse = 342ppm. 

Carcinogenicity: No data Available 

Mutagenicity: No data Available 

Teratogenicity: No data Available 

 

Reproductive Toxicity: 
 

No data Available 

 

Inhalation: 
Material may be an irritant to mucous membranes and respiratory tract. This 
material has been classified as a Category 2 Hazard. Acute toxicity estimate 
(based on ingredients): 0.5 - 2.0 mg/L 

 
Skin contact: 

Can be absorbed through the skin with resultant toxic effects. Contact with skin 
will result in severe irritation. Corrosive to skin - may cause skin burns. This 
material has been classified as a Category 1 Hazard. Acute toxicity estimate 
(based on ingredients):<50 mg/Kg 

 

Eye contact: 
A severe eye irritant. Corrosive to eyes: contact can cause corneal burns. 
Contamination of eyes can result in permanent injury. Eye: this material has 
been classified as a Category 1 Hazard (irreversible effects to eyes) 

 
Ingestion: 

Fatal if swallowed. Swallowing can result in nausea, vomiting, diarrhoea, 
abdominal pain and chemical burns to the gastrointestinal tract. This material 
has been classified as a Category 2 Hazard. Acute toxicity estimate (based on 
ingredients): 5 - 50 mg/Kg 

 
 

12. Ecological Information 

Biodegradability: Yes, over long term. 

Aquatic toxicity – 
Fish 

Hydrogen Fluoride:LC50 = 660 mg/L, 48h (Leuciscus idus) 

Aquatic toxicity - 
Daphnia 

Hydrogen Fluoride:EC50 = 270 mg/L, 48h (Daphnia species) 

Aquatic toxicity – 
algae 

Acute toxicity estimate (based on ingredients): >100 mg/L 

Bio-accumulation: No information available. 

Mobility in Soil: No information available. 

 
 

13. Disposal Considerations 

 

Disposal Methods: 
Hazardous chemical waste. Waste must be disposed to a landfill permitted 
in terms of the local government’s minimum requirements for waste 
disposal to landfill, and the minimum requirements for the handling, 
classification and disposal of hazardous waste. 

 

Disposal of Packaging: 
 

Use specified dumps only as above. 
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14. Transport Information 

UN No: 2817 

Substance identity: CD18 WHEEL BRIGHT 

Proper Shipping Name: Ammonium hydrogen difluoride, solution 

 

ADR/RID class: 
 

8 (6.1) 

 

IMDG: – packaging group: 

 

II 

 

Marine Pollutant: 
 

No 

IATA Classification Class: II 

 
 

15. Regulatory Information 

 

15.1 Safety, health and environmental regulations/legislation specific for the substance or mixture National 
regulations •SANS10234:2008GloballyHarmonizedSystemofclassificationandlabelingofchemicals(GHS) 

 
 

16. Other Information 

 
LEGAL DISCLAIMER: The information provided in this safety data sheet is correct to the best of our knowledge, 

information and belief at the date of publication. The information given is designed only as guidance for safe handling, 

use, processing, storage, transportation, disposal and release and is not purported to be all inclusive. The information 

relates only to the specific material designed and may not be valid for such material used in combination with any other 

materials or in any process, unless specified in the text. Training is offered on the use of all chemical products supplied 

by Keizin Automotive. 

HISTORY: Date of printing 02 June 2021 Previous date: 21 January 2016 (non-SANS) 

KEY TO ABBREVIATIONS USED: 

GHS: Globally Harmonised System of Classification and Labelling of Chemicals 

IBC: Intermediate Bulk Container 

IMDG: International Maritime Dangerous Goods 

MARPOL 73/78: International Convention for the Prevention of Pollution from Ships. 

RID: The Regulations concerning the International Carriage of Dangerous Goods by Rail 

 
REFERENCES: 

SANS 11014:2010 and ISO 11014: 2009 

 

 


